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www.mataharileisure.co.id

KEMENKES RI AKD :

7 MOTORS

PRODUCT BENEFIT
 -  Modern multifunction design to ensures the
    positioning of patient and surgeon’s team in
    safe and ergonomic, way while allowing execution
    of a several techniques and surgical procedures
-  Operation simple and easy with the handset
-  Specifically designed for surgical procedures 
-  Easy to positioning and maneuverability, 
    enabling correct posture of both patient and surgeon    
-  150 kg maximum weight capacity
-  Electric HIP position
-  Electric brake system
-  100mm slide stroke

TECHNICAL SPECIFICATION
LENGHT
TOP DIMENSION

2263 mm
522 mmWIDTH

HEIGHT FROM FLOOR
MAXIMUM HEIGHT 970 mm

RANGE OF PATIENT POSITIONING
o22REVERSED TRENDELENBURG

MOVEMENT ADJUSTMENT

OVERALL NET WEIGHT
MAXIMUM PATIENT WEIGHT

200 KG
150 KG

CASTER
100 mmCASTER SIZE

MINIMUM HEIGHT 720 mm
ADJUSTMENT RANGES 250 mm

o22TRENDELENBURG
o22LATERAL TILT

IV
IV

IV
SECTION SIZE

325 x 280 mmHEAD SECTION
130 x 522 mmKIDNEY BRIDGE
522 x 500 mmBACKREST SECTION 
522 x 484 mmSEAT SECTION
263 x 200 mmFOOT STEP SECTION
253 x 510 mmLEG SECTION 

o45HEAD SECTION RAISED FROM HORIZONTAL POSITION
o90
o65

IV
IV

IV

o10
o90
o90LEG SECTION OPENED

IV
IV

IV

HEAD SECTION LOWERED FROM HORIZONTAL POSITION
BACK SECTION RAISED FROM HORIZONTAL POSITION
BACK SECTION LOWERED FROM HORIZONTAL POSITION
LEG SECTION LOWERED FROM HORIZONTAL POSITION

WEIGHT
LIFTING SPEED 6,2 - 20mm/s
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